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	ATTACHMENT 1, Appendix A


	UNITS UNDER TEST (UUT) LISTING


	
TAILORING NOTE TO PROGRAM MANAGER:


You must review current Maintenance Plan and the SM&R codes for any Offload program in order to determine what the correct maintenance philosophy is for the UUTs identified below. It is very important to structure your ambiguity callout requirements, identified in the Performance Specification MIL-PRF-32070A, to match the current UUT maintenance philosophy. 

NOTE (1):  IF YOU INTEND TO PROVIDE SUGGESTED OTPS GROUPINGS, THEN ADD GROUPINGS TO THIS APPENDIX.

NOTE (2):  BE SURE TO INCLUDE THE NUMBER OF FAULTS TO BE INSERTED BY THE CONTRACTOR DURING INTEGRATION.  THIS NUMBER SHOULD BE APPROXIMATELY TWICE THE NUMBER OF FAULTS TO BE INSERTED DURING PILOT PRODUCTION ACCEPTANCE TESTING.
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	UUT LISTING 


(EXAMPLES)


	
#
	
REF DES
	  
PART NUMBER
	
WUC
	
QTY
	 
NOMENCLATURE
	
GFE

Y/N
	
WRA/SRA
	
TEST
  AS
	 
MTBF
(if available)

	NUMBER OF FAULTS TO BE INSERTED DURING INTEGRATION

	


	1
	AM-4377/ASN-54
	SLZ9470
	29C1B00
	2
	Electronics Control Amp
	Y
	WRA
	WRA
	
	TBD

	2
	CP-1404/ASN-54
	SLZ-9300-EA6B-1
	29C2D00
	2
	Throttle Control Computer
	Y
	WRA
	WRA
	
	

	3
	MX-9529/ASW
	4015387
	573M2
	2
	Control Stick
	Y
	WRA
	WRA
	
	

	4
	T-788/ASW
	615794-4
	57X11
	2
	Lateral Accelerometer
	Y
	WRA
	SRA
	
	NHA

	5
	T-788/ASW
	123SCAV103-1
	57X11
	1
	Lateral Accelerometer
	Y
	WRA
	SRA
	
	

	6
	None Assigned
	548052-4-2
	49A1200
	2
	Emerg Pwr Voltage Regulator
	Y
	WRA
	WRA
	
	

	7
	JG-661A6
	372-056-001
	466A150
	0
	Dig Fuel Qty Indicator
	Y
	WRA
	WRA
	
	Test and Check only

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	





Notes:
· UUTs with “0” in QTY column are either SRAs found within the parent WRAs (supplied) or are alternate part numbers for items co-listed with QTY=2. (Same stock number, different part number)
· UUTs with “NHA” in Integration Fault column shall have SRAs extended and tested within Next Higher Assembly during fault isolation testing.
· UUTs with “Test and Check only” in Integration Fault column shall verify that UUT is either RFI, allow for and properly realign/readjust the UUT, or verify defective prior to BCM action.  No fault isolation is required. 

