1.2.8.2.8.2.2.2.0.0.90.0.90.8.0.90.0.9.0.98.9.00.00008208288080828080808088000800808808880008088082800008088.808.
SEPTEMBER 2007

TIPS EXPRESS NEWSLETTER

The NAVAIR GENERIC OTPS RFP (aka The Red Team Package) was updated on 15

September 2007. The update incorporates the changes promulgated by NeWSLETTER into the 25
August 2006 version.

This edition of the NeWSLETTER begins updates to the 15 September 2007 baseline.

The need for updates occurs throughout the year. Some updates are more important than others.
Waiting a year to disseminate the important updates has proven to be too long. This

NewsLeTTer will be used as a means to provide updated information on a timely basis. It will
be published, as required, no more often than monthly.

Forward comments or questions to:

Kevin Dusch PMA-260 kevin. dusch@navy.mil

Ed Holland TAMI edholland@tamimail.com

Doc Holliday Eagle Systems Inc. holliday@esivb.com

The package is available on two web sites.

1. https://pma260.navair.navy.mil

2. http://www.acq.osd.mil/ats

Scroll down to ATS ED Document Library
Click on NAVAIR Generic_OTPS_RFP
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Incorporating new requirements should always be considered when preparing a RFP or RFQ for
a new TPS development effort. Some requirements should be “immediately” incorporated in
existing contracts, taking into account cost and schedule impact. These “immediate”
requirements will be identified. Not incorporating them will cause the Navy to retrofit the TPS
after contract acceptance. A completely updated package will be released on an annual basis.

Summary of this NeWwSLeTTERrs information:

The following changes should IMMEDIATELY be incorporated when preparing for
a new TPS contract and, if feasible into all existing TPS contracts.

07-21 TPS NUMBERING

Provides requirements for TPS Numbering.
07-22 MTPSI

Provides new requirements for MTPSI
07-23 ASDR Directory Structure Update

Provides update to the ASDR Directory Structure
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07-21 TPS Numbering

Attachment 1, Statement of Work. Add the following to paragraphs 3.3.3.

The Contractor shall recommend one of the TPS Numbering options listed in Attachment 2,
paragraph 3.36 at PDR. The Government will identify and approve the option to be used.

Attachment 2, MIL-PRF-32070 Addendum. Add paragraphs 3.36 and 4.2.36 below.

3.36 TPS Numbering
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The Contractor shall recommend one of the following numbering options at PDR.

OPTION 1 - Single UUT P/N tested on a single TPS

TPS number will be the UUT Part Number without dashes

MTPSI *.TPSI and *.DAT files will be UUT part number including dashes
Allows for future configuration changes (Option 2).

Examples

TPS# 102744

= UUT# 102744-002
TPS# 2117642-6

= UUT# 2117642-6-1
TPS# v00-8112

= UUT#v00-8112-01
TPS# 419-1-84225

= UUT# 419-1-84225-005
TPS# 12345

= UUT# 12345-4

OPTION 2 — Multiple configurations of the same base part number UUT are tested on a single

e UUTs are same base part number but multiple dash numbers (e.g., 12345-1, 12345-2,
12345-3)

e TPS should be named the base part number (e.g., 12345)

e Each UUT will have separate MTPSI *. TPSI and *.DAT files. MTPSI files will be the
UUT's full part number including dash (e.g., 12345-2.TPSI and 12345-2.DAT).

e Example

TPS# 12345
= UUT# 12345-1
= UUTH# 12345-2
= UUT# 12345-3
= UUTH# 12345-4

OPTION 3 - Multiple UUTs with different part numbers are tested on a single TPS
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e UUTSs have different part numbers and are tested via same ATLAS program. May result
in multiple vendors manufacturing the system. (e.g., 23456-1, ABCDE-F)
e TPS number will be a part number assigned by developer
e Each UUT will have separate MTPSI *.TPSI and *.DAT files. MTPSI files will be the
UUT's full part number including dash (e.g., 23456-2.TPSI and 23456-2.DAT).
e Example
0 TPS# 3907AS2054
= UUT# 23456-1
= UUT# ABCDE-F
= UUT# 759870104-1001
= UUT# 4041789-958
= UUT# 10-112-13
4.2.36 TPS Numbering. Verify by examination the TPS numbering option approved as PDR is
being used.

07-22 MTPSI

Attachment 1, Statement of Work. Revise paragraph 3.3.2 as shown.

3.3.2 Test Program Set Documentation (TPSD). (MANDATORY) The Contractor shall
prepare a TPSD for each UUT listed in Attachment 1A. All source files used to produce the
TPSD products shaII be dellvered in addltlon to the TPSD end items. Delwer—'FP%I}end—ﬁem&in

ﬁlesehal#beem—xML—feFmat. Enclosure 4 descrlbes the minimum ATS Source Data Reposﬂory
(ASDR) related data requirements and directory structure for newly developed TPSs.
(DI-ATSS-80284B). The Contractor shall populate the MTPSI *.tpsi and *.dck files in
accordance with the requirements of the TOOK.

Attachment 3, General Acceptance Test Procedures. Add the following to paragraph 3.1.4

The Contractor shall verify the data in the applicable OTPS/TPS MTPSI *.tpsi and *.dck files
by printing those files using the MTPSI Development Tool and examining the resultant MTPSI
cards.
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CDRL A002; Replace (2) MTPSI (as per DID paral0.6) with the following.

(2) MTPSI

a. The data requirements of DID para 10.6 shall be that prescribed in the TOOK. The format shall be
generated by the MTPSI Tool.

b. Deliver via EDI, the MTPSI for each TPS/UUT NLT 20 days before PPAT to APMSE and FST

c. Deliver via EDI, in PDF format, the MTPSI for each TPS/UUT concurrent with start of
TECHEVAL with all changes incorporated as a result of PPAT to NAWCPAX and APMSE

d. 30 days after final TECHEVAL acceptance for each UUT/TPS, deliver one (1) complete set of
MTPSI  *.tpsi and *.dck files on CD- ROM for each OTPS to ASDR with all changes as a result of
TECHEVAL .

e. Additionally, in accordance with Section C of the contract, deliver two (2) MTPSI 5 x 8 inches hard
cards for each OTPS.

07-23 ASDR Update

Attachment 1, Statement of Work. Replace the existing Enclosure, 4 -ATS Source Data
Repository Requirement (ASDR) with the following:

ATS Source Data Repository (ASDR) Requirements

The following describes the minimum ASDR-related data requirements for newly developed TPSs. The directory structure
described originated from the directory structure shown in Figure 1, which was developed for the RTCASS conversion effort.

e <otps_part_number_less_revision_number>.DIR - the "top-level" directory for each OTPS.
NOTE: The name of this directory should not be affected by OTPS
revisions.

0 <uut_part_number>.DIR - one directory for each TPS within an OTPS
= ATLAS (*.AS) files

NOTE: The primary ATLAS source code file for a TPS shall be
named <uut_part_number>.AS or
<uut_nomenclature>.AS

Lookup (*.LU) files

MTPSI (*.DAT or *.TPSI) files

Cross reference (e.g., XREF) files

Graphics (e.g., *.GRA) files (if applicable)

Shutdown (*.SD) files (if applicable)

Data files needed while running TPS (if applicable)
NOTE: Only MTPSI and XREF files may use the
* DAT file extension. Other file extensions (e.g., *.LIS,
* TXT) shall be used for other types of data files.
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1 backup saveset file of TPS directory in zip format
1 zipped file containing a single backup saveset file of all
applicable MTPSI *.DAT and cross reference files.

ALPHA_FEP.DIR (if applicable, contains CASS OpenVMS
versions of FEPS)

FEP.DIR (if applicable, contains FEP source code files and
any related INCLUDE or data files)

VAX_FEP.DIR (if applicable, contains CASS VMS versions of
FEPs)

$FEP.DIR (if applicable, contains RTCASS versions of FEPs
source code files and any related INCLUDE or data files)
o <fep_name>.DIR (optional - if used, each contains
corresponding FEP source code files and any related
INCLUDE or data files)

$VAX.DIR (if applicable, contains RTCASS versions of TPS
command files / directories)
e <vax_name>.DIR (optional - if used, each contains
corresponding command files)

VAX_CMD.DIR (if applicable, contains CASS versions of TPS
FEPs written in DCL - TPS command files, COM files needed
to run TPSs)

$XFER.DIR (if applicable, contains the set of RTCASS files to
be transferred to the $convert directory for execution))

$DTI.DIR (if applicable, contains RTCASS DTU files)
e <L2job_name>.DIR
0 <L2seg_name>.DIR
= L2Mod
= Ltos

L2Text.DIR (if applicable)
0 <L2job_name>.DIR
= L2seg_name>.DIR (contains CASS
L200 modules)

NOTE: L200 pinmap files shall have the *.pmp file
extension.

LASAR.DIR (if applicable, contains LASAR files
SUPPORT.DIR (contains TPS supplemental data - e.g., , build

files, help files, ESD)
o

o OTPM_EXE.DIR

CASS Fleet-deliverable.DIR
e 1 zipped file containing content of the CASS OTPM
media
o Files used to generate media labels
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e Files containing synopses of changes (required for
each updated version of an OTPS)

» RTCASS Fleet-deliverable.DIR
e |SOimage of RTCASS OTPM disk
o Files used to generate media labels
e Files containing synopses of changes (required for
each updated version of an OTPS)
0 <otpi_base part_number>.DIR
NOTE: The name of this directory should not be affected by OTPS

revisions.
= <otpi_part_number>.ZIP (i.e., 1 zipped file containing contents
of Fleet-deliverable OTPI media)
= OTPI source files (e.g., *.cgm files for graphics)

0 TM.DIR (contains OTPS technical manual related data)
= <tech_manual_part_number>.ZIP (i.e., 1 zipped file containing
contents of Fleet-deliverable TM media)
= TM source files (e.g., *.cgm files for graphics)

0 Logistics.DIR(contains Logistic Support Materials)
= LMI-Source
= OTPS User Logistics Support Summary (ULSS) document in
MS Word Format
= Support Equipment Recommendation Data (SERDS)
= OTPS Maintenance Plan(s) in MS Word Format
e Source files
e Fleet copy in PDF

o0 OTPS_SUP_DAT.DIR (contains supplemental data)
= Listing of OTPS disk & TPSs

o OTPS_TDP.DIR (if applicable, contains remaining OTPS technical
data package materials)
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General Notes

All ASDR data shall be delivered on PC compatible media (e.g., CDROMSs)
All source code, intermediate code, executable code, build files, and
benchmark / test files used to develop a TPS shall be delivered.
All non-proprietary software tools used to develop a TPS shall be
delivered.
OTPM / OTPI physical labels
= shall contain the OTPM / OTPI P/N
= shall contain a version / revision date
= shall contain an appropriate CAGE code
Standard naming conventions (for all new TPSs)
= OTPM/OTPIP/Ns
e End with single dash followed by 2 digit number
e First versionis “-01”
e Roll with each released version of OTPS

Figure 1: Folder structure being used by RTCASS Conversion Team
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Summary of previous editions:

FEBRUARY 2007

07-01 Type Equipment Code (TEC).

Added an example to the Program Manager’s Users Guide, paragraph 5.1.4.2
Logistics, (i).

07-02 ATS Source Data Repository (ASDR)
Added the LMI Data Base as a delivery to ASDR. Documents affected CDRLSs.
07-03 Unique Identification (UID)

Provided a new UID statement of work and sample drawing. Documents affected
ATTACHMENT 2, PERFORMANCE SPECIFICATION ADDENDUM.

07-04 OTPS Quantities
Added wording to estimate the OTPS quantities and plan for contingencies, including

FMS to the Program Manager’s Users Guide, paragraph 5.1.2 Contracts Sections A-M,
(b) Section B

MARCH & APRIL 2007

None

MAY 2007 NEWSLETTER

07-05 CASS CONFIGURATIONS
Identifies the requirement to determine CASS configuration/quantities; and to
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coordinate with PMA-260 for availability.
07-06 CASS INSTALLATION AND MAINTENANCE

Identifies the use of a Government Installation Team for CASS installation and the use of
a Government PBL contract for CASS maintenance.

JUNE 2007

07-07 TEST STATEMENT NUMBERING
Provides additional information on Test Statement Numbering
07-08 TECHEVAL WEB SITE

Deletes reference to a TECHEVAL Web Site. The Web Site was discontinued.

JULY 2007
07-09 WIRE SEGMENTS IN A PCOF
Limits the number of wire segments in self-test PCOF.
07-10 WUC SERIES 41
Specifies the use of WUC 41 series.
07-11 TECHNICAL DATA PACKAGE NATIVE FILES
Deliver Technical Data Package native files vice..DXF format to ASDR
07-12 SAFETY CONSIDERATIONS

Modified the MARKING requirements.

07-13 OTPS Naming Convention

Provides guidance in OTPS naming
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AUGUST 2007

07-14 TECHEVAL
Provides guidance for TECHEVAL
07-15 PHYSICAL CONFIGURATION AUDIT (PCA)
Provides guidance for PCA
07-16 SOURCE DATA
Provides guidance on source data used for TPS Development.
07-17 Program Manager’s User Guide
Changed title of Program Manger’s User Guide to Program Manger’s User Manual
07-18 SMART TPS
Provides requirement for incorporation of SMART TPS capability.
07-19 Attachment 1, SCOPE
Provides tailoring requirements for developing TPS for CASS and RTCASS.
07-20 Revision Table
Deleted Revision Table from each document. NEWSLETTERs will identify changes to

be made thru out the year until the documents are re-baselined. A master change file will
be maintained for record purposes.
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