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The NeWSLETTER provides requirements updates and changes to the 15 September 2007
baseline. Some requirements should be “immediately” incorporated in existing contracts, taking
into account cost and schedule impact. Not incorporating them will cause the Navy to retrofit the
TPS after contract acceptance.

Forward comments/questions or requests for copies of the package to:

Kevin Dusch PMA-260 kevin. dusch@navy.mil

Ed Holland TAMI eholland@tamimail.com

James “Doc” Holliday Eagle Systems Inc. holliday@esivb.com

The package is available on line at: http://www.acq.osd.mil/ats ;
Scroll down to ATS ED Document Library;
Click on NAVAIR Generic OTPS_RFP
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Summary of this NeWwSLeTTERrs information:

The following changes should IMMEDIATELY be incorporated when preparing for
a new TPS contract and, if feasible into all existing TPS contracts.

08-08 TEC Updates
Added TECs for C-2, H-1 and H-53
08-09 SERIAL NUMBER PREFIX

Lakehurst was advised that based on the MIL-STD-130, that they would no longer need
to provide a Serial Number Prefix. The new process is defined in 08-09 below.

08-10 NAVAIR DRAWING NUMBERS

Identify the organization assigning the NAVAIR Drawing Numbers and guidance in
requesting the numbers.

08-11 OTPH DIAGNOSTICS

Add a new requirement for OTPH Diagnostics.
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08-08 TEC UPDATES

PROGRAM MANAGER'S USER GUIDE for the NAVAIR GENERIC OPERATIONAL
TEST PROGRAM SET (OTPS) REQUEST FOR PROPOSAL (RFP): Added the H-1 and
H-53 TECs to paragraph 5.1.4.2 (i).

(i) The following Type Equipment Codes (TECs) shall be assigned to all CASS OTPSs based
on the platform providing the in service support for the OTPS at MSD. In the event the
OTPS will support more that one platform the lead platform TEC shall be assigned.

After TEC assignment, the APML will provide all required information to Richard H.
Williams, Code 6.8.4.3, (301) 757-8913. An example of the TEC information required is
provided below.

CASS OTPS TECs
H-60 S5YB
E-2 SDYB
EA-6 SCYB
AV-8 SVYB
F/IA-18 SWYB
S-3 SUYB
T-45 SLYB
V-22 S7YB
C-2 SDYC
H-1 S1YB
H-53 SQYB
Multi-platform GSYB

08-09 SERIAL NUMBER PREFIX

ATTACHMENT 1, STATEMENT OF WORK, Change paragraph 3.5.9 as follows:
FROM:

3.5.9 OTPH Nomenclature, Serial Number and Signature Resistors. The Contractor shall

request Nomenclature and Signature Resistor values from the Government not later than PDR.
The Contractor shall assign individual serial numbers.

TO:

3.5.9 OTPH Nomenclature, Serial Number and Signature Resistors. The Contractor shall
request Nomenclature and Signature Resistor values from the Government not later than PDR.
The Contractor shall assign individual, sequential serial numbers with 6 characters. The first 3
characters shall be alpha and the next 3 numeric (e.g. UHY001, UHY002. NOTE:Dashes (-) are
not allowed).
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08-10 NAVAIR DRAWING NUMBERS

ATTACHMENT 1, STATEMENT OF WORK, paragraph 3.4.4 change.

FROM:

3.3.4 Technical Data Package (TDP). (MANDATORY) A TDP for the Operational Test
Program Hardware (OTPH) shall be prepared in accordance with Attachment 4, TDP Contract
Requirement. The Contractor shall host TDP guidance conferences, reviews, and audits (defined
in Attachment 4) at the Contractor's facility. Enclosure 4 describes the minimum ATS Source
Data Repository (ASDR) related data requirements and directory structure for newly developed
TPSs. (DI-DPDR-8100A/T). NOTE: The Government, in accordance with NAVAIR
Instruction 4120.3D will provide the drawing numbers to be used. These will be provided no
later the PDR.

TO:

3.3.4 Technical Data Package (TDP). (MANDATORY) A TDP for the Operational Test
Program Hardware (OTPH) shall be prepared in accordance with Attachment 4, TDP Contract
Requirement. The Contractor shall host TDP guidance conferences, reviews, and audits (defined
in Attachment 4) at the Contractor's facility. The Contractor shall identify the total number of
drawing numbers needed, to the nearest 100, no later than PDR. NOTE: The Government, in
accordance with NAVAIR Instruction 4120.3D will provide the drawing numbers to be used.

ATTACHMENT 4, TECHNICAL DATA PACKAGE CONTRACT REQUIREMENTS
(TDPCR), Enclosure (1), Block 1, b. (3) change:

FROM: (3) To Be Assigned By: NAVAIRSYSCOMHQ, AIR-3.3.2

TO: (3) To Be Assigned By: NAVAIR NORTH ISLAND CASFAC 6.8.5.2

PROGRAM MANAGER USERS MANUAL Add the paragraph shown below between
5.1.4 and 5.1.5. NOTE: All paragraphs will be renumbered when a new Users Manual is

issued in October 2008.

5.1.X Technical Data Package (TDP)

NAVAIR drawing numbers shall be used on the TDP. A block of NAVAIR drawing numbers shall
be requested from NAVAIR NORTH ISLAND CASFAC 6.8.5.2. The Contractor can request the
numbers at any time, but no later than PDR. The drawing numbers should be provided within 20
days after the Contractor request.
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08-11 OTPH DIAGNOSTICS

ATTACHMENT 2, MIL-PRF-32070 Addendum, change paragraph 3.17 as shown below:
Re-label existing paragraph 3.17 as 3.17.2 OTPH Diagnostics
Add new paragraph 3.17 and label as OTPH Self-Test

Add new paragraph 3.17.1 and label as OTPH Performance Tests.

3.17.1 OTPH Performance Tests. OTPH performance tests shall be designed to test the OTPH
in the same manner as the UUTs supported by the OTPH elements. (e.g. For RF UUTs operating
at a fixed frequency, the supporting OTPH hardware should be tested at a fixed frequency vice
sweeping the RF band). It is permissibly to classify the OTPH self-test to support this
requirement provided the 10 minute segment run time requirement is not compromised.
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i AUGUST 2008
*
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x

i SUMMARY OF 2008 CHANGES

i NEWSLETTER NEWSLETTER TOPIC SUMMARY

* DATE NUMBER

* JANUARY NONE

i FEBRUARY NONE

* MARCH 08-01 F-6 Clause Deleted F-6 Clause.

i 08-02 Globalstor Magneto Added a requirement to use the Globalstor
* Optical Disk Disk

z 08-03 UUT Cooling Air Changed USMC requirement to be the same
* as the USN.

* APRIL NONE

X MAY NONE

z JUNE 08-04 ASDR Address Identify new address for delivery of
* ASDR Data

i 08-05 Configuration Identify recipients of Deviations update SOW
* Management & with latest requiring documents.

* Deviations

i 08-06 Compiling Source Restore the requirement for the contractor to
* Code compile Source Code as part of PPAT.

i 08-07 NAVAIR Drawing Clarify the requirement to use NAVAIR

* Numbers numbers.

i JuLy NONE

*

x

X SUMMARY OF 2007 CHANGES

z NEWSLETTER NEWSLETTER TOPIC SUMMARY

* DATE NUMBER

* FEBRUARY 2007 07-01 Type Equipment Code Added an example to the Program Manager’s
: (TEC). Users Guide, paragraph 5.1.4.2

* Logistics, (i).

i 07-02 ATS Source Data Added the LMI Data Base as a delivery to
* Repository (ASDR) ASDR. Documents affected CDRLs

* 07-03 Unique Identification Provided a new UID statement of work and
i (UID) sample drawing. Documents affected

* ATTACHMENT 2, PERFORMANCE

i SPECIFICATION ADDENDUM.

* 07-04 OTPS Quantities Added wording to estimate the OTPS

: quantities and plan for contingencies,

* including FMS to the Program Manager’s
* Users Guide, paragraph 5.1.2 Contracts

i Sections A-M, (b)  Section B

* MARCH 2007 NONE

I APRIL 2007 NONE

* MAY 2007 07-05 CASS Configurations Identifies the requirement to determine CASS
i configuration/quantities; and to

* coordinate with PMA-260 for availability.
* 07-06 CASS Installation and Identifies the use of a Government

i Maintenance Installation Team for CASS installation and
* the use of a Government PBL contract for
i CASS maintenance.

* JUNE 2007 07-07 Test Statement Provides additional information on Test

* Numbering Statement Numbering.

: 07-08 TECHEVAL Web Site Deletes reference to TECHEVAL Web Site.
:

; 6
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07-10

07-11

07-12
07-13

AUGUST 2007 07-14
07-15

07-16

07-17

07-18

07-19

07-20

SEPTEMBER 2007 07-21
07-22
07-23

OCTOBER 2007 SPECIAL

EDITION

OCTOBER 2007 07-24

07-25

07-26

07-27*

NOVEMBER 2007 07-27*
07-28
07-29
07-30
07-31

DECEMBER 2007 07-32
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Wire Segments in a
PCOF

WUC Series 41
Technical Data Package
Native Files

Safety Considerations
OTPS Naming
Convention
TECHEVAL

Physical Configuration
Audit (PCA)

Source Data

Program Manager’s
User Guide
Smart TPS

Attachment 1, Scope

Revision Table

TPS Numbering
MTPSI

ASDR Directory
Structure Update
AN/USM-674(V)3 and
the AN/USM-676

Fleet Introduction

CASS OTPS SERD
Preparation Guide
Common Hand Tools

Attachment 2, Unit
Under Test (UUT)
Listing

Obsolete Parts
Forecasting
Diagnostic test time

Voltage Range

Select at Test
ASDR Address
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The Web Site was discontinued.
Limits the number of wire segments in self-
test PCOF.

Specifies the use of WUC 41 series.
Deliver Technical Data Package native files
vice..DXF format to ASDR.

Modified the MARKING requirements.
Provides guidance in OTPS naming

Provides guidance for TECHEVAL.
Provides guidance for PCA.

Provides guidance on source data used for
TPS Development.

Changed title of Program Manager’s User to
Guide Program Manager’s User Manual.
Provides requirement for incorporation of
SMART TPS capability.

Provides tailoring requirements for
developing TPS for CASS and RTCASS.
Deleted Revision Table from each document.
NEWSLETTERs will identify changes to be
made thru out the year until the documents
are re-baselined. A master change file will be
maintained for record purposes

Provides requirements for TPS Numbering
Provides new requirements for MTPSI.
Provides updated to the ASDR Directory
Structure.

This SPECIAL EDITION of the

NewsLeTTeRr provides information on the
AN/USM-674(V)3 and the AN/USM-676 .
NOTE: This information is in the 15
September 2007 documents. It was published

in the NeWSLETTER to call attention to the
change.
Provides information on preparing SERDs.

Identifies location listing Common Hand
Tools.

Attachment was inadvertently omitted from
15 September 2007 baseline

Identifies the need for forecasting of Obsolete
Parts.

Stated a requirement to minimize diagnostic
test time.

Clarified the VVoltage Range

Add details to the Select at Test requirement.
Identify new address for delivery of ASDR
Data.

Identifies a new DID for the Operational Test
Program Instruction/Test Program Instruction
(OTPI/TPI) documentation.
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07-33 Production Test Amplified the requirements for Production
Requirements Test
* Duplicate number
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